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Multi  Purpose  No  Residue
Polyethylene Vinyl Tape
VI-N6120 is one of our most popular adhesive tapes, thanks to
its versatility and consistent performance! Used extensively
by  stucco  contractors  and  mold  and  asbestos  abatement
contractors, this vinyl tape is made from an extra-strength
polyethylene film, and it’s coated with a high-tack synthetic
rubber  adhesive.  The  vinyl  tape  is  available  in  several
colors, and when it’s removed within 7-10 days, it leaves
little or no residue on most surfaces.

APPLICATIONS FOR THE TAPE
The most common applications for the polyethylene vinyl tape
include:

temporary holding
general repairs
masking windows and doors in stucco applications
taping in containment rooms and clean rooms
taping  polyethylene  films  for  mold  and  asbestos
remediation and demolition
seaming polyethylene film for underslab vapor barriers
splicing polyethylene films during manufacturing
color-coding and floor marking (for events, exhibits,
and tradeshows)

https://echotape.com/products/vi-n6120-multi-purpose-no-residue-polyethylene-vinyl-tape/
https://echotape.com/products/vi-n6120-multi-purpose-no-residue-polyethylene-vinyl-tape/


SAFETY DATA SHEET / 2

FEATURES OF THE TAPE
Features of the polyethylene vinyl tape include:

bonds well and conforms well to a variety of surfaces
tough and flexible
superior low temperature bonding
works well over a wide temperature range
waterproof backing material
maintains a watertight seal in all weather conditions
(if applied properly)
on most surfaces, leaves little to no residue if the
tape is removed within 7-10 days
hangs and tears straight
is easy to unwind
holds strong, which prevents lifting
can be torn by hand
doesn’t curl or splinter (which makes it easy to apply)

TAPE ADHESIVE
The tape has a synthetic rubber adhesive.

WEATHER RESISTANCE
The polyethylene vinyl tape is weather resistant:

bonds well in low temperatures
bonds well over a wide temperature range
maintains a watertight seal in all weather conditions
(if applied properly)
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TAPE SIZES
The polyethylene vinyl tape is available in the following
sizes:

2 inches by 60 yards / 48 mm x 55 m
3 inches by 60 yards / 72 mm x 55 m

TAPE COLORS
The polyethylene vinyl tape is available in black, blue, red,
white, and transparent.

WHO USES THE TAPE
The tape is most commonly used by:

stucco contractors
abatement companies
asbestos removal companies
mold remediation companies
flooring contractors
general contractors
builders
event, exhibit, and tradeshow contractors
manufacturers

ECHOtape PART NUMBER
The part number for this tape is VI-N6120.


